RESURFACING TYP'CAL SECTIONS

LT & RT 0+45 TO 12+15 RT 449400 TO 473+70
LT & RT 18+41 TO 56+90 LT & RT 473+70 TO 479+64

LT & RT 62456 TO 73+00 LT & RT 489+36 TO 491+70

LT & RT 90430 TO 109475 RT 491470 TO 501430 RESURFACING

[T & RT 1Bosis 10 205058 RT 504470 T0 Boioe T ° STA 110495 T0 115400  STA 240435 TO 241+90

LT & RT 212490 TO 227+69 LT & RT 508+00 TO 516+30 STA 206+65 TO 210+69  STA 265+38 TO 277+83

LT & RT 280+14 TO 304485  RT 516+30 TO 525+25 STA 228+14 TO 237+22

LT & RT 308+45 TO 312+66 LT & RT 525425 TO 541403

RT 312466 TO 313+60 LT 541403 TO 550+02 ¢

LT & RT 328+00 TO 336+30 LT & RT 550+02 TO 551+8 | 127 |

RT 349+50 TO 363+20 LT & RT 553+21 TO 554+30 | . |

LT 373430 TO 375450 LT 554430 TO 561+12 | -1.50 %

LT & RT 375+50 TO 393+0  RT 561+12 TO 576+30 x : -

RT 393+10 TO 395+90 LT & RT 576430 TO 577455  —0 DN N\ N\ L.\ _ ; :

RT 417+68 TO 424+60 ¢ N S— j

Ly 13 | 13/ oy \ \STRIPE EXISTING TYPE A GUTTER

~——1 1/2" HMA SURFACE COURSE, MIX "C"”, N50

12’ HMA SURFACE REMOVAL 2 1/4"
5 3/4" LEVELING BINDER (MACHINE METHOD), N50
N ' K\ EXISTING PAVEMENT WITH WIDENING AND OVERLAY

T N — J

\ —STRIPE
1 172" HMA SURFACE COURSE, MIX “C”, N50

374" LEVELING BINDER (MACHINE METHOD), N50
———EXISTING PAVEMENT WITH WIDENING AND OVERLAY
AGGREGATE SHOULDER, TYPE B, WEDGE, 9% MAX

* MAINTAIN EXISTING CROSS-SLOPE, 1% MINIMUM, 1.5% DESIRED

RESURFACING

STA 57+35 TO 62+l1 STA 110+20 TO 110+95
STA 73+45 TO 89+85 STA 210+69 TO 212+45

RESURFACING STA 541403 T0O 550+02(ESTA 554+30 TO 561+12
STA 12460 TO 17496 STA 238480 TO 240+35 2 13 | 1o
STA 115+00 TO 116+57 STA 277483 TO 279+69 | | - |
STA 206+43 TO 206+65  STA 491+70 TO 496494 %‘ 12/ 1
B 12" (E | -1.50 ¥ !
I %
1,50 % \ e T
! . - STRIPE “EXISTING TYPE A GUTTER

1 172" HMA SURFACE COURSE, MIX “C”, N50
HMA SURFACE REMOVAL 2 1/4”
374" LEVELING BINDER (MACHINE METHOD), N50
1 172" HMA SURFACE COURSE, MIX “C", N50-— / EXISTING PAVEMENT WITH WIDENING AND OVERLAY
HMA SURFACE REMOVAL 2 1/4” AGGREGATE SHOULDER, TYPE B, WEDGE, 94 MAX
374" LEVELING BINDER (MACHINE METHOD), N50
EXISTING PAVEMENT WITH WIDENING AND OVERLAY

AGGREGATE SHOULDER, TYPE B, WEDGE, 9% MAX ' HMA 112 LBS/SY/IN
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